HBQ-212以太网自动加工线
HBQ-212 Ethernet Automatic Assembly Equipment
产品介绍：Product Introduction:  
    HBQ-212以太网自动加工线，可自动完成芯线整形、芯线剥皮、芯线端子压接、插护套、装配压接外铁壳、视觉系统检测和下料工作。
HBQ-212 Ethernet Automatic Assembly Equipment can automatically complete core wire shaping, stripping, terminal crimping, housing insertion, assembly crimping outer shell, visual system detection and wire cutting.  

产品特点：Product Characteristics
高集成：芯线整形、芯线剥皮、芯线端子压接、插护套、装配压接外铁壳、视觉系统检测
High integration: 
with multi-functions of core wire shaping, stripping, terminal crimping, inserting housing, assembly crimping outer shell, visual system detection

高品质：芯线压接质量、尺寸及外观视觉检测，成品外观及尺寸视觉检测；
High quality: visual inspection of core wire crimping quality, size and appearance, visual inspection of finished product appearance and size;  
零切长度、剥皮长度、剥皮深度、护套插入位置和外铁壳装配位置通过伺服控制。 
All of the zero cutting length, stripping length and depth, housing insertion position and assembling position of outer iron shell are controlled by servo.  
高效率：两套循环夹爪并行作业，提高生产效率
High efficiency: two sets of circulating gripper work simultaneously to improve production efficiency
人性化：剥皮长度和深度通过软件控制调节
Humanization: the stripping length and depth are controlled and adjusted by software
整  洁：绝缘皮和端子废料有回收装置，保持设备整体清洁 
Cleaning: with the recycling device to collect wire insulation and terminal scrap, to keep the whole equipment clean  
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RS Specifications

EAFR Specfications LI Appiicable products Dual core Ethemet
(WWERA =R, WHRRA)  (fyouneedtoadaptto other products, please contact us)

%z Wire diameter 0.13-0.35mm?

JUEKE  Stipping length AQ.1-39mm

B8-12mm





