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HBQ-922 is a machine that processes twisted pairs, for automatically cutting, stripping, seal inserting, crimping and twisting. Wires with cross sections rangingfrom 2 x 0.3

mmeto 2 X 2.5 mm? can be processed efficiently. there are following features:

® Labor Save: can realize cutting, crimping, seal inserting and twisting at the same time;
@ Moving Save: remove the material moving from crnmping machine to twisting machine;
® High Efficiency: the highest processing efficiency can be up to 4.5s;

@ Pitch length Accuracy: within £ 10%;

® High fiexibility: process of twisted pairs, single wires and dual wires.
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BARSEL Specifications

B8s Type HBQ-922
57 e Eled Wire Cross Sections 0.3~2.5mm?
<ESEE Wire Length 300~4000mmiFle
TSR Machining Accuracy + (0.3%L+1.5mm) TR ( Wirelength )
R Stripping Length 0.1~18mm
FOE Open Length Ends 35~90mm
5% 5 A )i Pitch Length 5~80mm accuracy: +10%
1= EE Feeding Speed 3m/s
IEEIKE Noise Level <75dB(Without crimping)
INEEE Temperature -5~+407TC
SR Air Supply 0.5~0.8MPa
=EHE Power Supply 3 x 380V/50Hz
IhER Power 8kW(max)
Rt Dimensions L9000 x W2200 x H2000mm
FSA-001 Bhzk#2 TR FSA-001 seal loading module
ElpviriTv e Optional Accessories {EIREREEN DPS servo crimping module

u.“.-

siEREAN Freguency conversion crimping machine
s FEEREE Shut height measurement module
iEFRIE N Terminal Pull Force detection module
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Some extremely hard and solid wires may not be able o be processed_although they are within cross sections_ we ane willing to offer samples for vou if any demands.



