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HBQ-X4030JSI/X4040ESI/8030JSI/8040ESI Ri45/E =
HBQ-X4030JSIX4040ESI/8030JSI/8040ESI NETWORK CRIMPING MACHINE

FEaaitaa Introduction
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HBQ-X4030JSIX4040ES| /8030JSIB8040ES! is the new generation crimping machine, which could
network with MES and adjust the crimping height autormatically.
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SIS, BHRERTHETREIRX; Drived by frequency conversion, save electricty;
; : * " Smooth movement, no wear, No Noise;
— SR ANEEHEE, 1EEEHEEEREFEH; Overload circuit protection to ensure safe operation, avoid damage to the motor.
TR FERHE, SRR S B
s ~ 5 Shut height parameters are called at any time to achieve fast mold change;
BEEHEEIE, RINMEREERENEIRREREE. Offline and online mode can meet different customer needs;
o ="C One key scan code input raw matenal information, read database information and call out;
=IHA Remote control production, improve production efficiency;
HEE £ 2mm BE £0.01mm: Daily management of applicator, counting the times of pressing and over—limit alamm reminder.
o _— ® High Qualtty
10~ Tl 4p s i ER B . Servo lock brake ensures the high stability and reliability during the pressing process;
B - = G Sensitive operation with 10inches industrial touch screen;
RN, SHEERVN. ATEENE T TIEEEER, Small size, small occupation. Can be placed directty on the work table.
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Optional winding device, carrier cutting module, pneumatic feeding module, safety cover and

A[ifACERES . P TIRRR . SInARHEIR, BHIREEACSF,  otheraccessories.

BARZSE Specifications

B =2 Type HBQ-X4030JS! HBQ-X4040ES! HBQ-8030JS! HBQ-8040ES|
T F Stroke 30mm 40mm 30mm 40mm
INFRIES] Crimp Force 40kN 80kN

HAEE Shut height 119.7mm 135.78mm 119.7mm 135.78mm
g = Weight 105kg 205kg

HIZOE Wire Cross Sections 0~8mm? 0-16mmne

SEEAESE  Heightadjusting range +2mm +2mm

e | Dimensions 1360 x W300 x H890mm L430 X W450 X H1030(mm)

ITFEET Stroke per minute 160s.p.m 80s.p.m

B R Power Supply AC220V /50Hz AC380V/50Hz

Iy =2 Power 1.5kW 3.0kW

e SR 25 B R RS al REASREH TN, BD{Sib{ MEFrRVEIETEEZ A . RESEEEIES ISR,
Some extremely hard and solid wires may not be able to be processed, althouah they are within cross sections. we are willing to offer samples for you if any demancs.
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