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HBQ-061C/064/065/065—E/410 B2&=Hi70i{384
HBQ-061C/064/065/065-E/410 PULL FORCE TESTER
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HBQ-06X Digttal pull tester series are specially used to test the pull-out force of the crimped terminals, welded terminals and the seals. Embedded system is adopted with high
efficiency, notable stability and high precision. HBQ-06X pull testers are able to integrate the network port and meet the demands of networking in the modem factory.
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® Auto-reset: Be able to set the conditions of the auto—reset and reset automatically after pulling the terminal off;

HBQ-065/065E

® System setting: it's convenient to set the parameters, such as the up and down limits, calibration and the condition of pulling out;

@ Force limits: Alert when the pull force exceeds the limits;

@ Unit switch: Quick switch between Kg and N and any of them can be set as the default;
® Communication connection: Sending commands through the serial port can control the tester and retum the peak force data. Text data can also be returned via USB data interaction or imported into the

MES system;

@ Data display: Display the real-time and peak force simuttaneously;

@ Data processing: The test data can be recorded, transmitted, eliminated, which make the data processing easy.

BARZSE Specifications

HBQ-410

NGRS AMESZE S, (BN FTEL);

B 5 Tye HBQ-061C HBQ-064 HBQ—-065/065E HBQ-410

B J& PowerSupply AC220/AC110(7Ti% ) (Optional )

I = Power 40W(max) 30W(max) 40W(max) 400W(max)
KERE Data Acquisition Speed 1KHz

& & Weight 15kg 9kg 18kg 110kg

MESEE  Measuring Range 5~500N /0.5~50kg 5~1000N /0.5~100kg | 5~2000N /0.5~200kg 40N~10kN /4~100kg
MEFEE  Applied Force Accuracy 1% +1% + 2% +0.5%

R < Dimensions L350 x W210 x H225mm | 310> W183 x H88mm | L380 x W253 x H226mm | L600 x\W465x H1550mm
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