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HBQ-Z2211 BUCKLE INSTALLATION MACHINE
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HBQ-7211 Buckle installation machine, is used for assembling the back plug (snap) of the sheathing wire. In production, using this machine to assemble the sheathing
wire products that need to be assembled can play a good role in protecting the products during the assembly process. Small size, high function, high efficiency, stable
operation, high applicability and easy to operate and maintain.
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Vibration plate loading: automatic loading, with sensors at the head of the material path to detect the direction of the material, to ensure that there is no reverse material;
Product assembly: self-researched solution to protect the wire during the assembly of the sheathing wire, to ensure that the assembly process does not hurt the wire,
and to protect the product performance of the back plug ( buckle ) with a small opening amplitude;

Inspection of the finished assembly: after the assembly is completed, the installation depth of the back plug ( buckle ) is inspected to ensure the quality of the installation.
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@ High installation efficiency: an average of 8 seconds to install a back plug (buckle);

® Small footprint: high concentration of equipment, compact arrangement L1200mm, W380mm, H1800mm;
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® Easy to operate interface: quick to get started, easy to operate, convenient and fast article adjustment; HBG-2211

® Modular design, strong expansion capability: can be adjusted according to customer needs, adaptable to

different sizes of the same type of products.

EARSE Specificatons —

7= Type HBQ-7211
=Zh Power Supply AC220V/50Hz

IR Power 2.2kW

SiE Air Supply 0.5-0.7MP

55 Weight 400kg

R~ Dimensions L1200 x W980 x H1800mm




