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HCSA New Energy Wire Harness Clip Testing Table
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HCSA New Energy Wire Harness Clip Testing Table is used for installing and detecting clamps and
clips in wire harness industry. It developed for the irregular clip distribution structure of the new
energy vehicle wire harness. It solves the problem of inefficient installation and detection of the
new energy wire harness clips separately. It greatly improves the efficiency, and also solves the
problems of missing and wrong installing, effectively ensuring product quality.

5% Features

o T IEHizHtteEiaTE; The control performance of IPC is stable;

ALAB#SFEITNRE R, FEBENXREJER,; Automatically learn each clip point, and
customize its name;

o AR 4D, EEEHNNFER,; Scan the two-dimensional code of the wire harness and
enter the detection procedure directly;

IHESIER, SMLELISEM; Aluminum alloy frame, simple and beautiful appearance;

o KM IEEERES|S, BIEESE; LED intelligent guidance, more convenient operation;
ERIZE. BLER, BFESEEM,; Sound reminder, graphical display, display fault clear
and intuitive;

® 3Digit, #&EHEEE; 3D design, simulated loading;

RI¥5EE%); Precise size control;
TEBEFRARIRIT, H. EEEBURE, Fully independent research and development design,
effective guarantee of delivery and after-sales service.

AR S Specifications

15 Model HCSA Ig= Power | 350W

4MEZR~T Dimension Customization & 28 2 i | TE. B Flat
Tabel type, flip type
structure




SR Air supply 5-6Bar X & &E E | 1024 points/second
Speed
collecting

=2H AC220V Detection 1024 (open-ended)

Power supply

range




