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HBQ-G512 Fully Automatic Double-Head Single-
Wire Shell Inserting Machine

& Product Introduction

HBQ-G512 is a kind of fully automatic double-head terminal crimping, double-head




single-wire shell insertion harness processing equipment,processing products suitable
for automotive wire harness and home appliance electronic wire.The whole machine
layout adopts modular design, high efficiency and convenient debugging.The
equipment is equipped with terminal pressure detection, peeling CCD detection
(optional), core number CCD detection (optional), terminal CCD appearance detection
(optional), terminal insertion force detection, terminal pulling force detection,to prevent
the outflow of inferior products.Key components are imported or well-known domestic
brands to ensure the reliability of the equipment.

@ Product Parameter

Function

Terminal crimping , terminal pressure detection, terminal CCD appearance
detection, peeling CCD detection, core number CCD detection, terminal insertion
force detection, terminal pulling force detection, Multi-layer rubber shell double-

head insert shell

Applicable Product

Double-head inserting shell, double-head crimped one end shell

Processing Range

0.042-22 (AWG32#-AWG14#)

Processing Length

80mm-700mm (Length can be customized)

Capacity Efficiency

L=100 1700PCS-2000PCS/H (Slightly different according to products)

Pressing Capacity

Servo 2T

Peeling Length

A: 1-6mm;B:1-6mm

Peeling Accuracy

+0.2mm

Length Accuracy

L<300 time +0.5 L[>300time =+ (0.2%*L+0.5) mm

Crimping Dies

European mold/Japanese mold

Shell Spacing

0.8-3.96

Overall Dimension

1800(W)x1600(D)x1800(H) 1000KG
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